
Plastic Truck seal -  fixed length

Durable, all-plastic, one-piece construction. 

Patented tamper-resistant nylon locking mechanism. 

Weather resistant; withstands extreme cold and heat. 

Produced in easy-to-use strips of 20 with no plastic waste.

Individually numbered and stamped with company name. 

Laser-etched barcoding available.

Hotfoil stamping, numbering: 7 digits 

Logo: 1/4" x 4" (6.35 x 100mm) 17 characters maximum   

Barcoding: Interleave 2 of 5, Code 128, Code 39.

High Density Polyethylene and Acetal 

Applications:

Features:

Dimensions:

Materials:

Packaging:

Decoration/Printing:

Tote boxes

Trailer doors

Railcars

In-bond shipments

Doors and hatches

Airfreight

Mini bars/drinks

Vending machines

Retail distribution

Bulk tankers/tanks

Operational length, 7" (178mm)

20 seals per matt - 1000 pcs per carton

Carton dims - 9.5" x 11" x 12.5"

(241mm x 280mm x 318mm)

Carton weight - 4kg (8.8lbs) per 1,000 seals

Product codes (2011):

PS-308/  * * *

* * * Denotes colour.

Sheet 012
Issue 6

Alternative products:
Super strap, PolyLok, Polycheck, X-Strap

Colours:
Stock colours - Red/ Blue / Green / Yellow (TBE)

Custom colours pantone matched on application (C item)

A

C

Product rating

A - Stock item generically marked

B - Locally marked in house. 

C - Factory manufactured and marked

D - Price and delivery on application (long lead item)
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