
The High Security Padlock Seal is a self-locking padlock with an acrylic
body for long field life. The seal is ideal for securing both ring and

ringless style meter sockets and for a variety of other uses.

SECUR IT Y PRODUCTS GROUP

ABCD Status

Self-locking seal.
1/8” (3mm) diameter steel plated hasp.
Frangible high-impact acrylic provides tamper evidence.
Locking mechanism completely enclosed.
Clear plastic body with coloured insert.
Decorated label completely encased to protect it from dirt or alteration.
Cutting tool needed for removal.
Preferred standard is SHORT hasp.
Long hasp is available on request and subject to a minimum order quantity.

Electric meters
ATM cassettes
Tool boxes
Pouches
In-bond shipments

Carts
Suitcases
Airline bar boxes
Doors
Tankers and trailers

High-impact acrylic.
1/8” (3mm) diameter steel plated hasp.

Label decorated with bar code, human readable
number and company name.
Three bar-code symbologies:
Interleaved 2 of 5, Code 39 or Code 128.

.

Standard Packaging:  500/Box in Sequential order.
Box Dimensions: 14'' x 11.5'' x 18'' (35cm x 28.5cm x 45cm).
Box Weight: Gross: 22 lbs (10kg)    Net: 20 lbs (9 kg).

Preferred colours: Red / Yellow / Blue / Orange (min. of 5M).
Custom:  Green / Grey / Black / White / Dark Green (min. of 20M).

CA B D

A - Stock item generically marked.0
B - Locally marked in house.
C - Factory manufactured and marked.
D - Price and delivery on application (long lead item).

Seal applications

Features

Materials

Available Colours

Marking/print

Packaging details
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